Wider Moulder For Variety Bread
Model M4

For sheeting/Roll moulding of small, Medium size of dough

pieces for variety bread !
Steady sheeting by teflon coating roller
Selrctable rich optionals in accordance with condition to be used

<Flour duster chute>

Supply dusting in lower roller and moulding belt
Mt is removal, easy cleaning and very sanitary
M Equipped with vibrator (optional)

<Alignment gate>(optional)
W2/4, 3/4 rows in addition to 2, 3, 4 rows
. can be feasible ,
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<Centering guide>(optional) <Driven pressure board>(optional)
Correct the out of dough pieces in left and right and to Bl Gentle to dough and steady
the process of pressure board roll moulding

B Improve the cleaning with
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Specifications
Diameter Adjusting Range Material
Upper Roller ¢ 85mm 6~14mm Teflon
Lower Roller ¢ 100mm 1~8mm Teflon
Dough Range 30~110g
2rows 7200 pcs/h
Capacity 3rows 9000 pcs/h
4rows 12000 pcs/h
Roller Drive 0.75kW(Inverter Control)
Moulding Belt Drive 0.75kW(Inverter Control)
Rated Output
Flour duster 0.09kW(Inverter Control)
Pressure board 0.2kW(Inverter Control)
J— Alignment Gate 50NL/min
Irreglice Vaibrator Flour Chute SONL/min Power Source -
Machine Weight Approx.2000kg AC200V 3Phases

Note) Specifications and dimensions may be subject to change without prior notice.
Note) Supply voltage is in accordance with the one in the country machine is used.
Transformer might be needed according to the specifications.
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